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AISI 316 Rope Min. Brake load 

EF7X704 5/32” dia. / 4mm 9,00 kN

EF7X705 13/64” dia. / 5mm 14,00 kN

EF7X706 15/64” dia. / 6mm 20,00 kN

AISI 316 Rope Min. Brake load 

EF7X1904 5/32” dia. / 4mm 8,50 kN

EF7X1905 13/64” dia. / 5mm 14,00 kN

EF7X1906 15/64” dia. / 6mm 20,00 kN

7

7
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1 x 19

AISI 316 Rope Min. Brake load 

EF1X1905 13/64” dia. / 5mm 14,00 kN
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• C
ab

le System



by www.indital.com           Reproduction Prohibited           www.indital.com78

Y

M
6

AISI 316
 left  right

Rope Y

ETF04SX ETF04DX 5/32” dia. 2 23/64” 

ETF05SX ETF05DX 13/64” dia. 2 23/64” 

ETF06SX ETF06DX 15/64” dia. 2 3/4”

Y

M
 1

/4
”

AISI 316
 left  right

Rope Y

ETM05SX ETM05DX 13/64” dia. 2 23/64” 

ETM06SX ETM06DX 15/64” dia. 2 3/4”

AISI 303 AISI 316 Description 

ED05 ED05316 Adjustable ropes with
2 M 1/4” thread

AISI 316 Description

ED06 Domed head nut right hand 
thread M 1/4”

ED06SX Domed head nut left hand 
thread M 1/4”

AISI 316 Description

ETFM06DX Right hand thread

ETFM06SX Left hand thread

AISI 316  Description 

ED07 Rounded head screw M 1/4” thread right

ED07SX Rounded head screw M 1/4” thread left

2 3/32”

5/8” 5/32”

2 33/64”

AISI 316  Description 

ET06 Domed head nut right hand thread M 1/4”

2 3/8”

M
6

ED07

ETM05DX

ED05

ETM05DXED06 ETM05DX ETF05DX

ETM05DXETM05SX ET06

ETM05DX

ED06

EB071

EA05 EA05

ETTB05

ED06 ETFM06DX

ETFT05 or ETFS05

ED06

ETFF04

ETMT06DX or ETMS06DX

ETFF05 ETFT05

ESF04

ED06SX

ETM04SX

EST04SX

E0124

ETM04DX

EST04DX

EXAMPLE OF APPLICATION

5/8”

1 5/8”

5/16” dia

AISI 316 Rope   A    B   C

ETTB05 13/64”  dia. 1 9/16”   1/2”  5/16”

ETTB06 15/64”  dia. 1 3/4”   9/16”  11/32”

A

 B  C
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Crimpless System
INTRODUCING OUR NEW CRIMPLESS SYSTEM

No longer do you need a crimping tool to get the proper tension and fit for your cable railing projects.  With 
Indital’s new Crimpless System it’s a snap!  Just follow the instructions for an easy, tool free installation, then 
enjoy your new cable railing.

AISI 316 Rope A

ETSM3000 13/64”  dia. 3 3/4”

1. SLIDE THE TAPERED NUT ONTO THE CABLE

2. SLIDE THE GROMMET ONTO THE CABLE WITH 
THE FLAT END TOWARD THE TAPERED NUT.

3. INSERT CABLE INTO THE BOLT UNTIL GROM-
MET IS SITTING FLUSH.

4. SCREW ENDS TOGETHER TIGHTLY, USING SET 
SCREW FOR ADDED SECURITY

Bolt

5. ADD DOMED HEAD NUT TO
SECURE CABLE TO THE POST. ADD 
SLOPPING WASHERS TO BOTH SIDES
IF USED ON A RAKE.

Grommet Cable

Set Screw Tapered Nut

A
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AISI 303 Rope X A

EA05 13/64” -  15/64” dia. M 3/8” 25/32” dia. 

AISI 303 For tube Hole  B Rope

ESF06 1 1/3” dia. 17/64” dia. 15/64” dia.

ESF051 1 2/3” dia. 7/32”   dia. 13/64” dia.

ESF061 1 2/3” dia. 17/64” dia. 15/64” dia.

AISI 303 For tube Rope   B

EST041DX 1 2/3” dia. 5/32”-13/64”-15/64” dia.

EST041SX 1 2/3” dia. 5/32”-13/64”-15/64” dia.

B

1 11/32”

7/
8”

 d
ia

.

B

1 11/32”

7/
8”

 d
ia

.

AISI 303 For tube Hole Rope   

ESF083 Flat face 5/16” dia. 5/32”-13/64”-15/64” dia.

15
/3

2”
 d

ia
.

AISI 303 AISI 316 For tube Hole

EB061 EB061316 1 2/3” dia. 17/64”  dia.

EB063 EB063316 Flat face 17/64”  dia.

EB071 EB071316 1 2/3” dia 11/32”  dia.

EB073 Flat face 11/32”  dia.
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2 3/4”

1 57/64”

AISI 316 Rope A B

ETFF05 13/64”  dia. 2 7/8” 1 7/8”

ETFF06 15/64”  dia. 2 7/32” 2 61/64”

A

B

A

AISI 316 Rope  Thread  Nut A

ETSM10 13/64”  dia. M 1/4” M 3/8” 4 11/64”

AISI 316   Description 

ETMT06DX Right hand thread

ETMT06SX Left hand thread

2 31/64”

1 29/64”

AISI 316 Rope

ETFT05 13/64”  dia.

2 31/64”

1 29/64”

AISI 304 Description 

ETMS06DX Right hand thread

ETMS06SX Left hand thread

AISI 304 Rope

ETFS06 15/64”  dia.

2 13/16”

2”

How to Construct Article Numbers: ETSM8, ETSM10 & ETSM12: Use of the Crimping Tool is Not Necessary

ETSM8
ETSM8

INSERT THE CABLE ON THE INSIDE OF 
THE POINT OF ARTICLE: ETSM8

UNROLL THE CABLE AND INSERT THE NOSE OF THE 
CENTRAL PART OF THE CABLE

ETSM8

ETSM8

ROLL AROUND TO FORM ONE PIECE AND 
INSERT CABLE ON THE INSIDE OF THE POINT 
OF ARTICLE: ETSM8

ETSM8

ETSM8

SCREW IN THE FINAL PART OF ARTICLE: 
ETSM8

ETSM8

BLOCK WITH THE ENCLOSED NUT
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AISI 316 Dia. Rope

EMM04 5/32” dia.

EMM05 13/64”dia.

EMM06 15/64” dia.

AISI 316 Rope

ETS4 5/32” dia.

ETS5 13/64”dia.

ETS6 15/64” dia.

AISI 316 Nut

EDADM602 M 1/4” right thread

EDADM602SX M 1/4” left thread

AISI 316 Rope

EMMF06DX Right hand thread

EMMF06SX Left hand thread

13/16”

Ø
 1/4”

1 9/16”
2 3/16”

2”
3 5/16”

M
6

1/8”
5/8”

R8

3 3/4”
1 9/16”

M
6

Ø

Ø
 1/4”

Ø

1 3/16”

13/16”
1/8”

2 1/2”

1 9/16”
2 3/16”

5/8”

R8

• 
C

ab
le

 S
ys

te
m

NEW

NEW

NEW

NEW

AISI 316  Description 

ETW05DX Dowel Screw with right thread

ETW05SX Dowel Screw with left thread

ETF05DX

ETW05DX

3” length

2” screw1” thread NEW


